12" COVER

SHOREBLOCK®

OR FLATTER

GEOTEXTILE FABRIC

A R AR % I R R R R R R
- RNANRA LI INNA A KRR A
A

R R R
AN NN SA NANANANANANS
\//\//i ‘./// \\////// AN \\\\\//

OCEAN BOTTUM

SECTION

PIPELINE COVER

SHOREBLOCK®

NO., 2 ASTM—87—~//

SAND/GRAVEL

1607, NON-WOVEN
GEOTEXTILE FABRIC

PREPARE FILLET WITH
LAYERS 1 & 2 TYPE “A” SAND

[(TYPE “A” SAND) (TYPICAL BOTH SIDES)

PIPELINE COVER SECTION

Client:

® - Revision THE INFORMATION CONTANED HEREIN HAS BEEN COMPLIED BY SHORETEC® LLC AND TO THE BEST OF OUR
. N . SHOREBLOCK® BD SERIES KNOWLEDGE, ACCURATELY REPRESENTS THE SHOREBLOCK® PRODUCT USE IN THE APPLICATIONS WHICH ARE ILLUSTRATED.

FINAL DETERMINATION OF THE SUITABILITY FOR THE USE CONTEMPLATED AND ITS MANNER OF USE ARE THE SOLE
510 O’NEAL LANE PIPELINE PROTECTION RESPONSIBILITY OF THE USER. STRUCTURAL DESIGN AND ANALYSIS SHALL BE PERFORMED BY A QUALIFIED ENGINEER.
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