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NOTES:

DIMENSIONS AND DETAILS TO BE DETERMINED BY
PATICULAR SITE CONDITIONS.

TO THE BEST OF OUR KNOWLEDGE, THE INFORMATION
CONTAINED HEREIN IS ACCURATE. HOWEVER, SHORETEC® LLC
CANNOT ACCEPT ANY LIABILITY OF ANY KIND FOR THE
ACCURACY OR COMPLETENESS THEREDOF. FINAL
DETERMINATION OF THE SUITABILITY OF ANY INFORMATION
OR MATERIAL FOR THE USE CONTEMPLATED AND OF ITS
MANNER 0OF USE IS THE RESPONSIBILITY OF THE USER.

Client:

® Revision DISCLAMER
- THE INFORMATION CONTAINED HEREIN HAS BEEN COMPLIED BY SHORETEC® LLC AND TO THE BEST OF OUR
. N . SHOREBLOCK® SD SERIES KNOWLEDGE, ACCURATELY REPRESENTS THE SHOREBLOCK® PRODUCT USE IN THE APPLICATIONS WHICH ARE ILLUSTRATED.

FINAL DETERMINATION OF THE SUITABILITY FOR THE USE CONTEMPLATED AND ITS MANNER OF USE ARE THE SOLE
510 O’NEAL LANE TRAPEZOID CHANNEL RESPONSIBILITY OF THE USER. STRUCTURAL DESIGN AND ANALYSIS SHALL BE PERFORMED BY A QUALIFIED ENGINEER.
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